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SUMMARY

An experimental investigation was conducted in the NASA Lewis Research Center 10-Foot by

10-Foot Supersonic Wind Tunnel to determine the performance characteristics of two-dimensional hy-

personic exhaust nozzles/afterbodies at low supersonic conditions. Generally, this type of application
requires a single expansion ramp nozzle (SERN) that is highly integrated with the airframe of the

hypersonic vehicle. At design conditions (hypersonic speeds), the nozzle generally exhibits acceptable

performance. At off-design conditions (transonic to mid-supersonic speeds), nozzle performance of a fixed

geometry configuration is poor. Various two-dimensional nozzle configurations were tested at off-design

conditions from Mach 2.0 to 3.5. Performance data is presented at nozzle pressure ratios from 1 to 35.

Jet exhaust was simulated with high-pressure air. To study performance of different geometries, nozzle

configurations were varied by interchanging the following model parts: internal upstream contour, ex-

pansion ramp, sidewalls, and cowl.

Results indicated that the following configurations performed better than others over the range of

test conditions: short sidewalls, long expansion ramps, long straight (undeflected) cowls, and large in-
ternal expansions. Best overall performance was achieved by the NASA baseline configuration, a geom-

etry containing a long curved ramp, short sidewalls and internal expansion ratio of 1.2.

The experiment yielded slightly different results from a previous test at transonic conditions (ref. 1)_

but similar trends were observed. In general, the nozzles exhibited poor performance in the transonic to

low supersonic speed regime.

INTRODUCTION

Current focus on high-speed aircraft has renewed interest in the design and operation of a propulsion

system to meet the mission requirements of hypersonic flight and single-stage-to-orbit (SSTO). The air-

frame of a typical SSTO vehicle usually includes a highly-integrated advanced propulsion system. One

particular type of hypersonic exhaust nozzle is a two-dimensional single expansion ramp in which the aft

undersurface of the aircraft provides the expansion surface for the nozzle flow. Unfortunately, these

nozzle geometries tend to produce a significant amount of vehicle drag at transonic and mid-supersonic

speeds.

An investigation previously conducted in the NASA Langley Research Center 16-Foot Transonic

Wind Tunnel determined the performance of hypersonic exhaust nozzles at subsonic and transonic speeds.



Thestudyrevealedsignificantdraglossesfor this typeof nozzle(ref. 1). This report presents exper-

imental performance data of the same nozzles at tow supersonic speeds in the NASA Lewis 10-Foot by

10-Foot Supersonic Wind Tunnel. (Reference 2 presents some of the typical nozzle expansion surface

pressure distributions that were obtained from the experiment.) The two tests involved parametric inves-

tigations of the nozzle geometry. The effects of the following variables were studied: sidewall length and

shape; cowl length, internal expansion ratio, and boattail angle; and ramp length and curvature. The

geometries were altered by changing model hardware.

APPARATUSAND PROCEDURE

Description of 10-Foot by 10-Foot Supersonic Wind Tunnel

Model testing was conducted in the NASA Lewis 10-Foot by 10-Foot Supersonic Wind Tunnel

(ref. 3). The model was located in the forward part of the tunnel test section to allow schlieren flow vis-

ualization of the exhaust plume. Jet exhaust was simulated by high-pressure air supplied from the NASA

Lewis central air system. The high-pressure air system contained valves, filters, and a heat exchanger for

air temperature control. Both the facility and the model were remotely operated and monitored from a

control room, which contained the model airflow valve control system, the data acquisition system, and

the television and schlieren system video monitors for observation of the model and the jet plume.

Nozzle Jet Simulation Rig

Figure 1 is a brief schematic of the nozzle jet simulation rig. The location of the forebody, low-
pressure plenum, instrumentation section, and nozzle section are indicated in the top view of the isolated

afterbody/nozzle model (fig. l(a)). The side view (fig. l(b)) illustrates both the location of the metric

break of the six-component force balance system and the sting/strut assembly used for tunnel installation.

Figures 2(a) and (b) are photographs of the rig mounted in the wind tunnel test section. The front view

(fig. 2(a)) shows one of the schlieren system optical windows behind the forebody of the model. The rear

view (fig. 2(b)) shows one of the exhaust nozzle configurations, specifically the tong curved 17°/8 ° ex-

pansion ramp with short sidewalls and short cowl. Below the model is the sting/strut assembly.

For jet exhaust simulation, a high-pressure air system, external to the tunnel, provided a continuous

flow of air at a temperature of approximately 75 °F. Nozzle pressure ratios up to 190 could be obtained

by pressure variation of this air. Figure 3 is a schematic of the jet exhaust simulation test rig. The

model was mounted from the tunnel floor by a sting/strut assembly, which enclosed the air and instru-
mentation lines. The air was supplied through a line in the strut to a high-pressure plenum chamber

within the test rig. From there, the air was perpendicularly discharged into a low-pressure plenum

through eight, equally spaced, sonic nozzles located radially around the high-pressure plenum. This pro-

cedure minimized the forces produced by transfer of axial momentum as air passed from the nonmetric to

the metric section of the force balance. Sealing the airflow between the nonmetric and metric parts of the

rig was a pair of flexible metal bellows that compensated for any axial force caused by pressurization of

the balance. From the low-pressure plenum, the air passed through a circular-to-rectangular transition

section, a rectangular flow straightener (choke plate), a rectangular instrumentation section, and into the

nozzle. The nozzle inlet (nozzle-connect station) marked the point of the model after which the hardware

became configuration-dependent. All of the various nozzle model components (upstream plug, nozzle

ramp, sidewalls, and cowl) connected to the model at this axial station.



Becausethe strut mountedfrom the tunnelfloor, all of theair andinstrumentationlineswereloca-
ted belowthe model. To facilitate frequentassemblyanddisassemblyof nozzlehardwareand to mini-
mizethestrut impacton the nozzlerampflow, the testnozzleconfigurationsweremountedon the rig
upside-downfrom the typical flight positionona vehicle. In theresultssection,all nozzlediagrams(with
the exceptionof figs. 1 to 3) andperformanceresultsarepresentedasthoughthenozzlewaspositioned
alongtheundersurfaceof a hypersonicaircraft.

NozzleModelConfigurations

Thetest configurations were two-dimensional single expansion ramp nozzles (SERN's). They had
nonaxisymmetric geometries with throat areas of nominally 8 in. 2, lengths varying from 15 to 22 in., and

various internal expansion profiles. Each nozzle model was comprised of the following pieces of hardware:

an upstream plug, an expansion ramp, two sidewalls, and a cowl. The upstream plug, in conjunction

with the cowl and sidewalls, provided a specific internal nozzle contour. The expansion ramp provided a

specific internal-to-external nozzle contour. Every configuration had a consistent arrangement of the four

basic components as illustrated in figure 4, which shows the NASA baseline configuration. Figure 5 de-

tails the geometry of each expansion ramp with its respective upstream contour. Figures 6 and 7 show
the various sidewall and cowl geometries. Table I summarizes the test configurations presented in this

report.

The NASA baseline configuration (fig. 4) had the following geometry: the long curved 17°/8 ° ramp

(fig. 5(a)), short sidewalls, convergent-divergent upstream contour, and short cowl 3 which provided an

internal expansion ratio, 6i, of 1.2. The ramp shape was a skewed parabola with an initial angle of 17°
and a trailing edge angle of 8 ° (chordal angle of 11°). Its length, l, the distance from nozzle-connect sta-
tion to trailing edge, was 21.278 in. In comparison, the other three ramps had the following geometries:

the long straight ramp (fig. 5(b)) had a constant slope of 11 ° and length of 21.278 in.; the short curved

ramp (fig. 5(c)) had a cubic polynomial shape with initial angle 25 °, trailing edge angle 6 ° (chordal

angle of 16°), and length 15.021 in.; the short straight ramp (fig. 5(d)) had a constant slope of 16 ° and
length of 15.021 in.

Four different sidewall geometries could be installed (fig. 6): short and long rectangular, partial

triangular, and full triangular. The short and long rectangular sidewalls terminated at the respective

short or long cowl trailing edge to complete the ducted portion of the nozzle. Both the partial and full
sidewalls were triangular in shape. The partial sidewalls extended to approximately 70 percent of the

length of the external portion of the nozzle (approximately 15 in. from the nozzle-connect station). The
full sidewalls extended to the end of the external nozzle (21.278 in.).

Seven different cowl geometries were installed so that three major comparisons could be made: the

effect of varying _i (the ratio of the air-flow exit area to the throat area), the effect of extending the nom-
inal cowl geometry, and the effect of varying boattail angle. Figure 7(a) shows the five cowls used in the

first two comparisons. Short cowls 1 through 4 (_i of 1.0, 1.1, 1.2, and 1.3, respectively) were installed
with the short rectangular sidewalls. Each short cowl had a different contour downstream of the throat

producing the four different internal expansions. The extended cowl was a slightly longer version of the
short cowl geometry. It had an internal expansion ratio of 1.25 and was installed on the model with the

long rectangular sidewalls. Boattail angle effects were studied with the two cowls shown in figure 7. The

long straight cowl had an internal expansion ratio of 1.5. The long upturned cowl had no internal

expansion (_i -- 1.0) and was angled upward at approximately 30 °. Both of these long cowls were also
installed with long sidewalls. The configuration containing the upturned cowl was essentially a



convergentnozzleup to thecowlexit plane,whereasthe straight cowlprovideda convergent-divergent
geometry.

Instrumentation

A six-componentstrain-gagebalancewasusedto measuretheforcesandmomentsof the model
downstreamof station26.5(fig. 3). The forcebalancewascapableof measuringaxial forceup to 600lb
in the positiveandnegativedirections,normalforceup to 800lb in the positiveandnegativedirections,
andpitchingmomentup to 4000 in.-lb in the positive and negative directions. The nozzle geometries

were expected to produce primarily axial force (thrust/drag), normal force (lift), and pitching moment.

As expected, only small fluctuations were noticed in roll moment, yaw moment, and side force. Accord-

ing to specifications, the accuracy of the force balance was =L0.5 percent of the full scale loads for each

component listed above.

Temperature and pressure measurements were made in the high-pressure plenum in order to deter-

mine the weight flow of the high-pressure air supplied to the nozzle (the weight flow calculation was cali-

brated with standard axisymmetric nozzles). Additional rig instrumentation was installed in a fixed

instrumentation section (fig. 3). Three five-probe rakes distributed across the plenum measured jet total
pressure. A thermocouple installed on the center rake measured jet total temperature. Of the inter-

changeable model hardware, instrumentation was located only on the ramp and upstream plug. Both

were instrumented to measure nozzle surface static pressure. The internal surface of each upstream plug

contained 13 static pressure orificesspaced at half-inch intervals along the centerline. For Lewis test

configurations, only three of these pressure taps were used (taps l, 6, and 12, in order starting from the

furthest upstream position). Along the inside surface of the expansion ramp, there were four rows of

22 static pressure orifices spaced 1 in. apart (in the axial direction). For the Lewis test, only 28 of these

ramp pressures were used, 14 along the centerline row and 14 along the outermost row. Figure 8 gives

the positions of the static pressure taps along the upstream plug and ramp surface for each configuration.

Axial positions are described in the form x/l, where l is the nozzle ramp length of the specific configu-

ration (previously defined, from nozzle-connect station to trailing edge) and x is the axial distance
downstream from the nozzle-connect station (fig. 8). The parameter y/(w/2) describes the lateral

(y-direction) location of the pressure taps outward from the centerline of the ramp. Each ramp had a

width of approximately 8 in. The centerline taps were at a y-position of zero and the outboard taps were

approximately 3 in. off-center (fig. 8).

Data Reduction

The data for this test was recorded on an Escort III data acquisition system which updated in real

time at a rate of one scan/sec. For each steady-state point, the average value of five scans (5 sec) of data
was calculated and stored for analysis and reprocessing after the test. Data was recorded for increasing

values of nozzle pressure ratio (NPR) at tunnel freestream Mach numbers of 0.0, 2.0, 2.5, 3.0, and 3.5.
NPR is the ratio of average jet total pressure, p.., measured in the model instrumentation section, to

tunnel freestream statm pressure, P0" Tunnel freestream total pressure, Pt 0, was held constant at 1950
• • °_ O

psf for all Mach numbers. Nozzle jet total temperature, T t :, was maintained between 65 and 75 F dur-
ing NPR sweeps. Before recording each data point, the mo_el was positioned at a zero angle of attack.

The following basic performance parameters were determined from the investigation: nozzle dis-

charge coefficient, Cd; internal thrust ratio, FG/FI; thrust vector angle, $; thrust-minus-drag ratio,

(F-D)/FI; thrust-removed drag coefficient, CD; lift ratio, L/FI; and expansion ramp surface pressure



ratio, P/Pt",or pressurecoefficient,C . Nozzledischargecoefficient,Cd, quantitatively shows the ability
of the noz_'te to deliver weight flow (rePf. 5). It is the ratio of measured welght-flow rate, Wp, to ideal

weight-flow rate, W., where ideal weight-flow was based on jet total pressure, pL., and temperature, T..,

and the measured nozzle throat area, A t. The internal gross thrust ratio, FG/FI, is the ratio of actual
nozzle thrust to ideal nozzle thrust at wind-off (no tunnel flow) conditions. Ideal nozzle thrust was calcu-

lated assuming isentropic expansion of a perfect gas at the measured nozzle weight-flow and jet total

pressure and temperature. The actual nozzle thrust, FC, was computed from the balance axial and nor-
mal force measurements.

A detailed description of the force balance data reduction equations is in reference 4. A very brief

description will be given here. The force measurement was initially corrected for model weight tares and
balance interactions, then corrected for pressure and momentum tare forces.

Although the internal bellows assembly of the balance was designed to remove pressure and momen-

tum interactions in the balance, small bellows tares on the six balance forces and moments still remained.

When the bellows assembly is pressurized, a pressure tare can result from a small difference in the for-

ward and aft bellows spring constants. At high internal velocities, a momentum tare can result from a

small pressure difference between the ends of the bellows. Pressure tare corrections were determined by

pressurizing the model. Momentum tare corrections were determined by installing an axisymmetric cali-

bration nozzle that had a throat area, At, of 8.513 in. 2 to approximate the throat area of the nozzle test
configurations. The calibration nozzle, which had a thrust performance that was previously documented,

was tested on the rig at Lewis over a range of normal force and pitching moment loading conditions.

These loading conditions defined flow momentum corrections based on the initial weight (preload) of each
model configuration. Nozzle axial force, normal force, and pitching moment were obtained after the raw
balance data was corrected for all of the interactiohS: and tare forces.

Performance parameters were computed from the corrected balance data. Thrust and thrust vector

angle were determined at static conditions. Net thrust ratio (F-D)/FI, was obtained from the axial force
at wind-on conditions. For each configuration tested, knowledge of the thrust level for a given NPR at

wind-off conditions yielded the thrust-removed drag coefficient, C D (D/q0Aref, where D is the thrust-

removed drag, q0 is the freestream dynamic pressure, and Are f is the largest upstream area in the
model.) The static (tunnel-off) conditions yielded information for calculating thrust-removed drag: at a

given NPR and M0, D is equal to measured net thrust (from the balance data) minus the static thrust

(M 0 -- 0) generated at the same NPR. Lift (and the resulting lift ratio) was obtained from balance nor-
mal force. All of the data reduction equations are in reference 4.

The last performance parameters presented in the results are static pressure ratio, p/p.., and pres-
_J

sure coefficient, C , both obtained from the static pressure taps along the nozzle ramp surface C is the
p • p

ratio of the difference between ramp surface pressure (p) and freestream static pressure (P0) to the free-

stream dynamic pressure (q0)" To compare each expansion ramp, Cp was plotted as a function of x/l,
the axial distance from the nozzle-connect station normalized by the ramp length, 1. For static condi-

tions, q0 was zero, so the pressure ratio P/Pt,j was plotted instead of Cp.

RESULTS AND DISCUSSION

Nozzle thrust performance was measured for both wind-off (no tunnel flow) and wind-on condi-
tions at tunnel freestream Mach numbers of 2.0, 2.5, 3.0, and 3.5. Static internal performance data was

acquired at a tunnel ambient pressure of 400 psf. Installed performance data was obtained at a tunnel

freestream total pressure of 1950 psf. Table II contains the Mach number-NPR schedule representing a



typical hypersonicvehicletrajectoryfor speedsup to Mach3.5. Installeddataandramppressuredistribu-
tionswereplotted for thesetrajectorypoints.

As previouslystated,forcedata, descriptions, and sketches have been corrected so that the nozzle is

oriented in a "flight" position (upside-down from the way in which it was mounted in the tunnel) along

the undersurface of an aircraft with the cowl located below the nozzle ramp. Previous diagrams (except

figs. 1 to 3) were oriented in this manner which will allow the following sign conventions to be used for

forces on the model (fig. 9): positive normal force (lift) pointed upward, positive axial force (thrust)
pointed upstream, and thrust vector angle was positive in the upward direction.

Static Performance Comparison

Discharge coefficient and thrust ratio are two variables frequently used to measure static (wind-off)

internal performance of nozzles. In this particular investigation, these two parameters were used not only

to compare small performance differences among the many nozzle configurations, but also to compare per-

formance differences of the same nozzle between the two facilities in which they were tested. Internal
nozzle performance was measured at wind-off conditions in both the Langley 16-Foot Transonic Wind

Tunnel and the Lewis 10-Foot by 10-Foot Supersonic Wind Tunnel. Ideally, the static performance of a

model in one tunnel would agree with its static performance in another tunnel as long as pressure and

temperature conditions were the same. However, small differences were found in both the discharge
coefficient and the static thrust ratio of the model between the two test facilities.

The measured weight flow (Wp), in the numerator of the discharge coefficient (Cd) , was calculated
by a different method in each facility. At Langley, choked venturis were used to measure the weight flow
of the air passing through the model. At Lewis, using choked venturis would have decreased the amount

of internal airflow available, so they were not installed in the air line. Instead, model plenum chamber

pressure and temperature measurements were used to calculate weight flow. The previous section of this

report briefly described the weight flow calculation method used at Lewis, and reference 4 presents it in

detailed equations. The two different flow measuring techniques appeared to produce a discrepancy at

static conditions between the two facilities. Figure 10 shows that, for a sample of four configurations

tested, Langley consistently computed a discharge coefficient approximately 2 percent higher than Lewis.

This small discrepancy in static discharge coefficient translated into an associated small discrepancy

in the static thrust ratio (FG/FI). Figure ll illustrates the difference in FG/F I for the same four config-
urations shown in figure 10. At static conditions, the Langley test generated thrust at a level approxi-

mately 2 percent lower than the Lewis test. Based on the equations used to calculate the two variables,

this discrepancy in static thrust ratio was a direct consequence of the deviation in C d. The ideal thrust,

FI, in the denominator of the static thrust ratio is directly proportional to the measured weight flow, Wp:

F I = Wp

where 7: is the specific heat ratio of the jet (_' "- 1.3997 for air), Rj is the specific gas constant of the
J o

jet (R. -- 53 364 ft/ R for air_, and g is the gravitational constant This equation depicts an inverse
.I " J C "

relationship between C d and FG/F I. Therefore, a discrepancy in C d would have caused an opposite

but consistent discrepancy in FG/F I between the two test facilities.

6



A 2-percentvariationin dischargecoefficientisnot unusualwhentwo separateflowmeasurement
techniquesareused. Possibledissimilaritiesin test facilitieswerecomplicatedby thedismantlingand
reassemblyof thejet-exit modelandforcebalancebetweenthe two tests. Thesefactorswereusedto
explainthe discrepancyin the two setsof data.

Performanceof BaselineConfiguration

TheNASAbaselineconfigurationwascomposed of the following hardware: the long curved 17°/8 °

ramp, short sidewalls, convergent-divergent upstream plug, and short cowl 3 (e i -- 1.2). This configura-
tion was used for initial testing in both the Langley Transonic Wind Tunnel and the Lewis 10-Foot by

10-Foot Supersonic Wind Tunnel. Its performance was investigated over the entire range of speeds from

subsonic to low supersonic (Mach 0.0 to 3.5). Figure 12 shows net thrust ratio (i.e., thrust-minus-drag

ratio) as a function of nozzle pressure ratio for all the Mach numbers tested, including static conditions.

Data obtained from Langley (ref. 1), represents freestream conditions of Mach 0, 0.6, 0.8, 0.9, 0.95, and
1.2. Data from Lewis, represents freestream Mach numbers of 2.0, 2.5, 3.0, and 3.5. The dashed line

indicates the characteristic hypersonic vehicle trajectory of points specified in table II.

At each freestream Mach number, the net thrust showed an expected increase with nozzle pressure

ratio, and the peak nozzle performance shifted toward higher nozzle pressure ratios as the Mach number

increased. These trends were consistently demonstrated by both the Langley and Lewis results. Fig-

ure 12 also revealed that maximum net thrust ratio decreased as the Mach number increased up to

approximately Mach 2.0, after which it settled near a value of 0.8. The causes of this low nozzle per-

formance will be discussed later in the report. Generally, nozzle pressure ratios available in current

standard hypersonic engine cycles (indicated by the dashed line) are less than the peak values shown.

Combined with low overall nozzle performance, this may necessitate thrust augmentation at low Mach

numbers for this specific type of hypersonic nozzle.

One objective of the Lewis test was to extend the speed range of the database that had previously

been generated at Langley. Figure 13 shows performance of the baseline configuration for the entire

range of Mach numbers tested. In figures 13(a) and (b), net thrust ratio and thrust-removed drag coef-
ficient are plotted for the trajectory points defined by both table II and the dashed line in figure 12.

Figure 13(a) shows that the transonic drag rise caused a rapid decrease in net thrust, followed by only a

gradual increase from Mach 2 to 3.5 as nozzle pressure ratio increased. This evidence demonstrates again

that the performance of this nozzle is generally poor at transonic and low supersonic conditions. In fig-

ure 13(b), the drag coefficient showed an expected rapid increase in drag around Mach 1.0, followed by a

steady decrease with increasing Mach number. At jet-off conditions (no internal flow), the drag of the

model appeared to level off after Mach 1.0. At jet-on conditions (scheduled NPR), the drag coefficient

became negative around Mach 2.75, indicating an additional "thrust" at higher Mach numbers. This

favorable jet-effect can be experienced by exhaust nozzles when their geometry enables the jet plume to

pressurize the boattail at high NPR's. However, because pressure instrumentation was not available (had
not been installed) along the external surface of the cowl, existence of this boattail pressurization effect

could not be confirmed, and only the baseline configuration showed evidence of it.

Ramp pressure distributions are shown in figure 14 for both static and installed conditions. For

static conditions (fig. 14(a-I)), P/Ptd was plotted as a function of axial distance along the ramp for both
the centerline and out-board pressure taps. The plot illustrates a large overexpansion immediately down-

stream of the cowl trailing edge, after which the flow separated from the ramp surface, and the ramp



pressuressettledout neartunnelambientpressure.Theflow separationwasevidentin schlierenphoto-
graphs(fig. 14(a-2))and videotapesthat weretakenduring the test. This resultis typical of a SERN
nozzle.

Ramppressuredistributionsat the four testMachnumbers(NPR'sfrom table II) areplottedin
figures14(b)to (e). Schlierenphotographs(figs. 14(b-2)and (d-2)) areincludedto illustratetwo of the

highly complex flowfields that were seen in the nozzle: one at a low Mach number, low NPR condition

and the other at a high Mach number, high NPR condition. The y-axis parameter in the four graphs is

the ramp surface pressure coefficient (Cp), which illustrates pressure drag on the nozzle for installed con-
ditions better than the pressure ratio p/p. • C values below zero result in drag on the ramp, and

_j"
values above zero produce a thrust force. _t MPach 2, figure 14(b-l) shows that the overexpansion still

existed along the centerline directly downstream of the cowl exit plane, after which the curved ramp sur-

face recompressed the flow to a pressure slightly above tunnel static (P0)" The flow appeared to separate

downstream of the recompression and then settle out to P0" The outboard pressures generally remained

below P0, except for the two orifices furthest upstream, demonstrating a slight three-dimensional effect.
The schlieren photograph in figure 14(b-2) shows an internal shock and an external shock that both origi-

nated at the cowl trailing edge. The internal shock reflected off the ramp surface and caused a boundary

layer separation. As Mach number and NPR increased (figs. 14(c) to (e)), the pressure distribution

stretched out--both the initial overexpansion and the separation were pushed downstream, and the cen-

terline and out-board pressures came into closer agreement as the higher pressure flow filled up more of

the nozzle volume. The schlieren photograph of figure 14(d-2) illustrates the change in the nozzle flow-

field from low NPR to high NPR conditions: the shock structure and shear layer were pushed outward
and there may have been a slight flow separation toward the aft part of the ramp surface. The result was

a reduction in the overall nozzle drag at higher Mach numbers and NPR's.

Sidewall Geometry Effects

The three sidewall geometries (short, partial, and full) were described in figure 6. They were in-

stalled with the long curved 17°/8 ° ramp and short cowl 3 (e i -- 1.2). The short rectangular sidewalls
extended to the end of the ducted portion of the nozzle (cowl trailing edge). The partial triangular side-
walls extended to approximately 70 percent of the length, and the full triangular sidewalls extended the

entire length of the external nozzle.

Internal performance.--Static performance data was obtained for each sidewall configuration at

NPR's from 1 to 12. Figure 15 illustrates the internal performance parameters, static thrust ratio and

thrust vector angle. Although the performance of the three configurations was similar, figure 15(a) shows

that the short and full sidewalls achieved slightly higher thrust levels at low NPR's, but the partial and

full sidewalls were more effective at high NPR's. Figure 15(b) shows that the full sidewalls achieved the
largest negative thrust vector angle. Fuller sidewalls produced a larger force in the normal direction by

forcing the nozzle flow to expand mainly along the ramp surface and in a direction normal to it instead of

spilling over the sides as with shorter sidewalls. As a result, the thrust was vectored at a larger angle.
At high NPR's, the angle approached a value of zero, indicating that the plume was expanding outward

instead of mainly along the ramp surface.

Installed performance.--Installed performance data (fig. 16) was plotted for the last four points in

table II. Figure 16(a) shows the net thrust ratio of the three sidewall configurations. All three sidewall

configurations demonstrated similar behavior and thrust level, resembling the static results. The short
sidewalls achieved the best performance, but only by a very small margin. Figure 16(b) shows that the

thrust-removed drag of the short sidewall configuration (the NASA baseline configuration) had a negative



valueat Machnumbersabove2.75. Thedragof the other two configurations was almost constant (only

slightly decreasing) across the Mach number range. As discussed in the previous section, the negative

C D could have been the result of a boattail pressurization. In this comparison, increasing sidewall length
seemed to reduce the favorable impact of NPR on boattail drag.

Ramp surface pressures.--Figure 17 compares centerline and off-centerline ramp pressure distribu-

tions of the three sidewall configurations for static and installed conditions (see table II). At all Mach

numbers and NPR's, figures 17(a) to (e) indicate that the various sidewalls did not cause a considerable

change in the nozzle centerline pressures. A typical SERN distribution existed, but there was almost no

variation among the different sidewall configurations. The only difference among the three geometries

was the length and shape of the sidewalls. Therefore, the pressure taps along the outboard edge of the

ramp (i.e., very close to the sidewalls) were expected to show a greater difference than the centerline

pressures in comparing the three configurations. However, the off-centerline ramp pressures showed that

there was almost no influence of external flow, thus confirming the similarity of the thrust performance

results. These results show that sidewall length and shape appeared to have a more significant effect on

boattail pressure than on ramp surface pressure.

Cowl Geometry Effects

Various cowl geometries are described in figures 7(a) and (b). The cowl geometry changes were

made to investigate the effects of varying internal expansion ratio, length, and boattall angle. The effects

of changing the internal expansion were studied using four short cowls with internal expansion ratios (ei)

of 1.0, 1.1, 1.2, and 1.3. The length comparison was made with short cowl 3 (e i = 1.2) and the extended

cowl (e i --- 1.25). The boattail angle comparison was made with the long straight cowl (e i --- 1.5) and the

long upturned cowl (el -- 1.0).

Internal Expansion Ratio

Each short cowl geometry contained a different internal expansion ratio upstream of the cowl trail-

ing edge. The four cowl geometries were installed on the model with the long curved 17°/8 ° ramp and
short sidewalls.

Internal Performance.--At static conditions, only slight differences existed among the four configu-

rations. As expected, thrust curves peak at some intermediate NPR that varied with internal expansion

ratio (fig. 18(a)). Close examination of figure 18(a) reveals that static thrust ratio increased at each

NPR with increasing internal expansion ratio. Of the four short cowls, cowl 4 (e i of 1.3) achieved the

best thrust performance, but only by a small margin. Figure 18(b) illustrates the static thrust vector
angle of the four short cowl configurations. Again, they were in close agreement. For each cowl, there

was a decreasing negative /f with increasing NPR. The cowl 4 configuration (s i of 1.3) exhibited the

smallest (closest to zero) thrust vector angle at low NPR's, but the cowl 1 configuration (e i of 1.0) had

the smallest angle for high NPR's. At low NPR_s, a larger 6i caused a larger flow expansion internally,
therefore creating a more axially-directed thrust vector. At high NPR's, the thrust vector was governed

primarily by the ramp flow because most of the expansion occurred externally. Therefore_ at these high

NPR conditions the highest upstream ramp pressures were achieved by cowl 1 which had the lowest • i.
Because the upstream part of the ramp had a large effect on axial force, this configuration had the lowest
thrust vector angle.



Installed performance.--Installed data was plotted for the last four points in the table II trajectory.

At wind-on conditions, like wind-off, performance curves for the four configurations showed similar trends

(fig. 19). However, in figure 19(a), the net thrust ratio of the geometry with no internal expansion

(cowl 1, Ei of 1.0) was noticeably lower than the other three. Figure 19(b) reveals that cowls 1, 2, and 4
demonstrated almost equal drag coefficients. But as before, negative drag values at high Mach numbers

were achieved only by the baseline configuration (cowl 3, _i of 1.2).

Ramp surface pressures.--Figure 20 shows that varying the internal expansion ratio caused a notice-

able difference in ramp pressures near the end of the internal nozzle at the cowl trailing edge (x :: 0).

Centerline pressures from x/l z 0.2 to x/l -- 1.0 (the end of the ramp) were almost identical for all four

configurations over the range of Mach numbers tested. However, upstream of that point, there is an ob-

vious difference in the flow expansion.

The cowl 1 configuration (el of 1.0) maintained internal surface pressures higher than the other
three. At wind-off conditions, short cowl 1 showed evidence of a large overexpansion at the cowl exit

plane (fig. 20(a)), whereas the other three configurations demonstrated large internal expansions (up-
stream of the cowl exit plane), apparent from their large pressure drop along the upstream plug surface.

At all installed conditions_ the cowl 1 configuration (no internal expansion) had upstream plug pressures

higher than the other three. Internal surface pressures remained higher for decreasing internal expansions

(figs. 20(a) to (e)). However, as the performance variables in figures 18(a) and 19(a) reveal, nozzle thrust
was not significantly effected by these internal ramp pressures, mainly because the forward-facing area

upon which they acted was very small. Therefore, the axial thrust did not deviate much among the four

configurations because they all showed nearly the same ramp pressures just downstream of the exit plane,

the region where the ramp projected area was large (resulting from the 17° initial angle). Geometrically,
the ramp pressures would have had the largest influence on axial thrust in this region of the ramp
surface.

All of the 6i configurations had roughly the same sidewall and cowl boattail angles, and the ramp
pressure distributions were extremely similar. This would indicate that the drag coefficient result for the

cowl 3 configuration is not only the result of boattail pressurization effects.

Cowl Length

To investigate cowl length effects, an extended cowl was installed with long sidewalls (fig. 7(a)) and

the long curved ramp. This configuration had an internal expansion ratio of 1.25. It was compared to

the baseline configuration (containing short cowl 3), which had an internal expansion ratio of 1.2. The

longer cowl had been designed to keep the flow from overexpanding too quickly after the nozzle throat

(slightly upstream of the short-cowl exit plane).

Internal performance.--Static performance of the two cowls is compared in figure 21. Figure 21(a)

shows that at wind-off conditions and low NPR's, the two configurations performed similarly, but at high

NPR's the extended cowl performed better. The static thrust for both configurations peaked at roughly

the same NPR (4.0). However, after the peak, the thrust ratio for the extended cowl remained at a

higher level while the thrust ratio for the short cowl diminished at an increasing rate. Unlike the short
cowls, the long cowl directed the expanding flow along the initial part of the ramp while it was still

contained within the ducted nozzle, therefore raising the pressure along this surface. The result was a

higher thrust at higher internal pressures. Figure 21(b) shows that the short cowl had a thrust vector

closer to zero for high NPR_s. One explanation is that for higher pressures, the long cowl forced the noz-

zle flow along the ramp at an initial 17° upward turn, therefore producing a larger negative normal force
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on the modeland "vectoring" the thrust at a larger negative angle. For lower NPR's, the two cowls had

similar thrust vector angles.

Installed performance.--Wind-on performance data was again plotted for the last four points in the
table II Mach number-NPR schedule. As the internal performance comparison showed, the longer cowl

kept the nozzle flow from overexpanding at the start of the nozzle ramp. The results for installed condi-

tions are shown in figure 22(a): the extended cowl had a better net thrust performance at all points in

the trajectory. Figure 22(b) compares the drag of the two configurations. As before, the assumed boat-

tail pressurization effect allowed a negative drag on the short cowl configuration (the baseline configura-

tion). The extended cowl had an almost constant drag coefficient across the trajectory.

Ramp surface pressures.--Ramp centerline pressure distributions are shown in figure 23 for static
and installed conditions. It is clear that the extended cowl delayed and, at installed conditions, reduced

the overexpansion. Figure 23(a) illustrates that the flow expansion, recompression, and separation were

all pushed downstream by the longer cowl at static conditions. Even though the two cowl geometries
contained similar internal expansion ratios, the extended cowl maintained higher internal pressures be-

cause its internal expansion did not begin until the nozzle connect station (short-cowl exit plane). In the

previous section, short cowl 1 (no internal expansion), which had the same internal geometry as the exten-

ded cowl up to the nozzle connect station, showed a very similar result (fig. 20(a)). At installed condi-

tions (figs. 23(5) to (e)), the longer cowl provided an obvious rise in pressures along the upstream portion
of the ramp. The flow was initially recompressed along the ramp, thus producing higher pressures near

the 17 ° initial ramp angle. The higher pressures in this region resulted in a larger positive axial force

which added to the thrust as explained earlier. The extended cowl also prevented a drag condition

(Cp < 0) along the ramp centerline by maintaining the pressure above tunnel static, P0 (P :: P0

corresponds to Cp z 0 on the ramp). The short cowl showed more evidence of ramp pressure drag at
installed conditions.

Boattail Angle

The effect of a large external cowl boattail angle was studied by installing two long cowls, one with

a straight contour and the other with a contour that was turned upward approximately 30 ° at the nozzle
connect station. They were installed with the baseline ramp and long sidewalls, which terminated at the

cowl trailing edge. The straight cowl had an internal expansion ratio of 1.5. The upturned cowl had no

internal expansion (e i of 1.0), therefore it was essentially a convergent nozzle.

Internal performance.--Figure 24(a) shows disagreement in the static performance of the two config-

urations. At low NPR's, the upturned cowl achieved higher thrust values than the straight cowl. At

high NPR's (over six), the static thrust ratio of the upturned geometry steadily decreased to values below

those of the straight geometry which increased to a peak then leveled off. Figure 24(b) yielded the follow-

ing comparison: at low NPR's (below six), the static thrust vector angle of the two configurations
behaved similarly, but at high NPR's, the upturned geometry produced a smaller negative angle (i.e., an

angle closer to zero).

The above performance differences were understood after comparisons were made of all the static

ramp pressure distributions for the two configurations (fig. 26(a) shows the distribution at an NPR of

2.0). At low NPR's, the upturned cowl produced higher thrust values because it pressurized the forward
portion of the ramp by forcing the flow upward along the ramp surface before it exited. The straight

geometry prevented this pressurization at low NPR's because the flow had already expanded around the

17° initial turn before the cowl exit plane. At high NPR's in the upturned geometry configuration, the
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high-pressureinternalflow wasdeflectedupward:then forcedto overexpandaroundthesharpcowl
trailing edge,causingit to separatefrom the rampsurfaceimmediatelyafter it exited. Theresult of this
separationwasa largereductionin normalforcealongtheaft part of theramp,whichcauseda reduction
in theoverallgrossthrust--the sumof axial forceandnormalforce. This smallnormalforceledto a
small(almostzero)negativethrust vectoranglebecauseaxial forcewasthe remainingmajorcomponent
of thethrust vector. Thestraight cowlat high NPR'sgenerateda higherstatic thrust becauseit allowed
the plumeto expand_containedat first, alongthe rampsurfaceandinto a largernozzlevolume. The
flow remainedattachedandgeneratedlower-than-ambientpressureson therampsurface,whichresulted
in a largernegativenormal force. Therefore,the grossthrust vectorincreasedin magnitudeandhada
largernegativeangle.

Installed performance.--Installed performance data was plotted for the last four Mach numbers and

NPR_s shown in table II. The straight geometry exhibited better performance throughout the trajectory

(fig. 25(a)). The net thrust curve of the straight geometry was approximately 5 to 7 percent higher than
that of the upturned geometry. However, the two geometries exhibited a consistent trend of an increas-

ing net thrust with increasing Mach number for the scheduled NPR. The upturned cowl's lower perform-

ance was caused by its higher boattail drag and an extremely complicated interaction of internal and

external flow at its trailing edge.

Ramp surface pressures.--Ramp pressure distributions for points in table II are shown in figure 26.

For a wind-off NPR of 2, figure 26(a) shows a significant difference in ramp pressures near the initial 17°

ramp angle (just before the cowl exit plane). For the upturned cowl configuration, the internal flow re-
mained at a higher pressure and did not overexpand at the cowl exit plane (x/1 _ 0.1). For the straight

cowl, the flow expanded to below ambient pressure shortly after the throat (before the cowl exit) then

slightly recompressed along the initial ramp surface. For wind-on conditions (figs. 26(b) to (e)) centerline

pressures between the two configurations compared similarly at each Mach number. The upturned cowl

still maintained a higher-pressure internal flow along the initial part of the ramp. However, downstream

of the cowl exit plane near x/1 -- 0.2, the two configurations had the same distributions.

Both the thrust-removed drag plot and the surface pressure distributions did not show a large dif-

ference between the two configurations. Therefore_ the following effect was probable: freestream tunnel

flow along the external surface of the upturned cowl had already expanded around the cowl's turning

angle and was either at a very low pressure or separated at the cowl trailing edge. This caused a large

drag and lowered nozzle performance. When operating at off-design conditions (low Mach number and

NPR), hypersonic SERN nozzle configurations usually experience a pressure drag at the forward part of
the ramp from the overexpansion of internal flow. In effect, the upturned cowl configuration probably

transferred this drag condition from the ramp to the external cowl surface. This assumption could not be

verified because pressure taps had not been installed on the external cowl surface.

Ramp Geometry Effects

The various ramp geometries were described in figures 5(a) to (d). Ramp curvature effects were

studied for both the two short ramps and the two long ramps. Ramp length effects were also investiga-

ted by comparing the short and long curved geometries.
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RampCurvature- ShortRamps

Theshort curved250/6° ramp (160 chordal angle) was compared to the short straight 16° ramp.

Both configurations had an internal expansion ratio of 1.0 (i.e., no internal expansion) and short
sidewalls.

Internal performance.--At all static NPR's, the straight geometry generated a 2 to 3 percent higher

thrust than the curved geometry (fig. 27(a)). The two configurations had similarly shaped but offset

thrust curves which both peaked at about an NPR of 2.0 then slowly decreased as internal pressure in-

creased. The thrust vector angle at static conditions is shown in figure 27(b). For the NPR's tested, the

straight ramp swept through a larger range of angles than the curved ramp. The static thrust vector of

the curved ramp remained near a value of -6 °, its trailing edge angle. Of all four ramp geometries tested,

the short straight ramp was the only one that had a positive thrust vector angle.

The difference in static performance of the two ramp geometries was better understood after a com-

parison was made of ramp surface pressure distributions (fig. 29(a)). The curved ramp's lower thrust
resulted from its larger expansion immediately downstream of the cowl exit plane. In this region, the sur-

face of the curved ramp had a larger projected area in the axial force direction that was acted upon by

lower pressures than the straight ramp. Because of the large initial angle (25 ° ) of the curved ramp, pres-

sures on the surface remained low for a greater downstream distance than for the straight ramp. The

curved surface also recompressed the flow to a pressure slightly above ambient for the remaining length.

A significant decrease in overall thrust resulted. The straight ramp did not have as large an expansion at

the cowl exit plane, and surface pressures almost immediately returned to ambient for the remaining

length, probably resulting from a separation. At static conditions, it appeared that the reduced expan-

sion rate of the straight ramp was more effective in producing overall thrust than the large expansion and

recompression of the curved ramp.

At low NPR's, the smaller negative thrust vector angle of the curved ramp (fig. 27(b)) was the con-

sequence of a slightly smaller ramp negative normal force. This smaller normal force resulted from the

recompression along the aft part of the ramp surface. At high NPR's, the curved ramp's initial over-

expansion decreased in magnitude and the ramp pressures showed a series of expansions and recompres-
sions along the surface. Higher pressure flow was forced along the ramp and filled up more of the nozzle

volume, causing the thrust vector angle to approach a value of-6 °, the ramp's trailing edge angle. In

contrast, the negative thrust vector angle of the straight ramp decreased steadily with NPR from about

-13 ° to values near 0 °. The primary cause of this decreasing angle was a change in the initial expansion.

The higher pressure flow expanded into a larger volume, bounded on one side by the ramp at a 16 ° angle.

The more symmetric flowfield caused a decrease in the negative normal component of the thrust vector.

Installed performance.--Because of time limitations and facility delays, the short straight ramp was

not tested at Mach 3.0 and 3.5. Data for this ramp has been plotted only for Mach 2.0 and 2.5. The

same trajectory as before (last four points in table II) was assumed. Contrary to the static results, fig-

ure 28(a) shows that the short curved ramp had better thrust performance at installed conditions. Fig-
ure 28(b) confirms that the installed drag of the straight ramp was slightly higher than the drag of the

curved ramp.

Another variable used in comparing ramp curvature effects is lift (normal force). Figure 28(c) pre-
sents the ratio of lift to ideal thrust of the two configurations at installed conditions. Even though there

is limited data, a trend shows that the straight ramp might have begun to generate a larger positive

normal force than the curved ramp as Mach number and pressure ratio increased. Both configurations

showed normal force increasing almost linearly with Mach number for the scheduled nozzle pressure
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ratios. Onereasonfor thiswasan increasein rampsurfacepressurewith Machnumberand NPR. The
centerlineramppressures(figs.29(b)to (e)) achievedvaluesaboveambientonly at Mach3.5,whichjust
meansthat theforceson therampwerein the positivenormalandaxial directionsat that point. Before
Mach3.5,the pressuresremainedbelowambient,causingnegativenormaland axial forceson that sur-
face. (Surfacepressureshad a greatereffecton normalforcethan onaxial forcebecausethe projected
areain theaxial directionwasalmostnegligibleon theaft part of theramp.) Thepressureriseon the
rampwascausedby highpressureflow not fully expandingto freestreamconditions.At Mach3.5,the
lift ratio (fig. 28(c))showedthat thethrust vectorhad a positivenormalcomponent.

Ramp surface pressures.--Ramp centerline pressures were plotted for the straight and curved con-

figurations in figures 29(a) to (e). Figures 29(d) and (e) contain pressures only for the curved configu-

ration because the straight configuration was not tested at these conditions. The effect of the ramp
centerline pressures on model forces was described in the previous section. Briefly, at static conditions

(fig. 29(a)), the curved configuration contained an extended region of tower-than-ambient pressure down-

stream of the cowl exit plane as compared to the straight configuration. From Mach 2 to 3 (figs. 29(b)

to (d)), the centerline pressures remained slightly below ambient (in a drag condition), and distributions

showed that the straight ramp had less cowl exit-plane expansion than the curved ramp. However, the
two configurations agreed in pressures along the remaining length. At Mach 3.5, the pressures were all

above ambient, producing positive forces along the ramp surface.

Ramp Curvature - Long Ramps

The long curved 17°/8 ° ramp (11 ° chordal angle) was compared to the long straight 11° ramp.

Both configurations had an internal expansion ratio of 1.25 and long rectangular sidewalls (fig. 7(a)).

Internal performance.--At static conditions, the performance comparison of the long ramps only
slightly resembled that of their short counterparts. The extended cowl, used with both ramps for this

comparison, extended past the nozzle-connect station. It influenced ramp pressure distributions by inhib-

iting the initial expansion at the beginning of the ramp. Therefore, the tong ramps were not expected to

produce results identical to those of the short ramps. At pressure ratios above 4.5, the long curved ramp

generated more thrust than the long straight ramp (fig. 30(a)). The two performance curves peaked near

the same NPR, but the thrust of the long straight ramp decreased more rapidly with NPR than the

curved ramp, and its final level was significantly lower.

The static thrust vector angle plot (fig. 30(b)) showed that the long straight ramp swept through
a larger range of values than the long curved ramp. The curved ramp's thrust vector angle increased

slightly with NPR at first, then steadied out at an angle near -8 ° (its trailing edge angle). The same

reasoning applied for the thrust vector angle variation of the short ramps is also applicable for the long
ramps: at low NPR's, the curved ramp had a smaller negative normal force caused by an aft surface

recompression resulting in a smaller negative thrust vector angle; at high NPR's, the straight ramp had a

more symmetric flowfield in the axial direction, resulting in a smaller normal force and a smaller negative

thrust vector angle.

Installed performance.--At wind-on conditions (last four points in the table II trajectory), the long

ramp curvature comparison was similar to the short ramp comparison. Again, the straight ramp was not

tested at Mach 3 and 3.5 because of facility and scheduling delays.
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Thenet thrust of the straight ramp was visibly lower than the long ramp for the two lower Mach

number conditions (fig. 31(a)). The drag of the two ramps was nearly equal (fig. 31(b)). As with the

two short ramps, the same arguments apply to the two long ramps.

The lift ratio (fig. 31(c)) showed a slightly different result between the long ramp comparison and

the short ramp comparison. At the two lower Mach numbers, the negative normal force generated by the

long straight ramp was less than that of the long curved ramp. An explanation for this was found in the

ramp pressure distributions (fig. 32(b) to (e)). Initially along the expansion surface, the centerline pres-

sures on the straight ramp were not as low as those on the curved ramp. The higher initial surface pres-

sure caused a lower overall negative normal force on the straight ramp, which was reflected in the lift

ratio plot.

Ramp surface pressures.--Ramp centerline pressure distributions for the two long ramps are shown

in figures 32(a) to 32(e). As discussed in the previous section the curved ramp's lower initial surface

pressures were the result of a larger initial expansion (turning angle).

Ramp Length

A comparison of ramp length was made with the two curved ramps--the short curved 25°/6 ° ramp

and the long curved 17°/8 ° ramp. The geometries are shown in figures 5(a) and (c). The short ramp
was 15.021 in. in length and the long ramp was 21.278 in. Both configurations included short sidewalls

and short cowl 1 (e i = 1.0).

Internal performance.--The internal performance parameters are shown in figures 33(a) and (b).

The thrust of the long ramp was about 3 to 4 percent higher than that of the short ramp at static con-

ditions (fig. 33(a)). Although the two geometries showed a large difference in thrust level, their static

thrust vector angle curves (fig. 33(b)) showed similar trends. At low NPR's, the angle value was close to

that of the ramp trailing edge angle. As NPR increased, it neared a value of zero, demonstrating that the

jet fiowfield became more symmetric at higher pressures.

Installed performance.--At installed conditions (last four points of table II trajectory), the two

geometries again showed similar trends in performance. There was a noticeable difference only in the net

thrust ratio: the long ramp achieved values about 2 to 3 percent higher than the short ramp (fig. 34(a)).

The drag coefficient (fig. 34(b)) and lift ratio (fig. 34(c)) were in very close agreement between configura-
tions at the specific Mach number and NPR conditions.

Ramp surface pressures.--The ramp pressure distributions for the points in the trajectory are shown

in figure 35. At static conditions (fig. 35(a)), the long ramp showed a slightly higher upstream internal

pressure and a larger initial expansion than the short ramp. At installed conditions (figs. 35(b) to (e)),

the slightly higher internal pressure was still evident, but the initial expansion and downstream ramp

surface pressures were similar for the two ramp geometries. The higher internal pressure, resulting from a

slight difference in internal upstream contour between the two configurations, was presumably the cause

of the higher thrust values achieved by the long ramp.

CONCLUSIONS

Several different single expansion ramp hypersonic nozzle configurations were tested in the NASA

Lewis 10-Foot by 10-Foot Supersonic Wind Tunnel as a continuation of a previous test in the NASA
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Langley 16-FootTransonicWind Tunnel. Theeffectof changing major geometry variables was studied

by interchanging model expansion ramp, sidewall, and cowl hardware. The geometry variables included

sidewall length and shape, cowl length, shape, and boattail angle, and ramp length and curvature. The

configurations were tested at Mach numbers of 0, 2.0, 2.5, 3.0, and 3.5 and nozzle pressure ratios up to

190, although data is presented only for pressure ratios up to 35.

The test conditions were off-design, at low supersonic speeds instead of hypersonic speeds, and the

nozzle configurations were expected to perform poorly as a result of their highly overexpanded flowfields

in this speed regime. The main objective of the test was to extend the speed range of the database pre-

viously generated by Langley for the same nozzle configurations.

A small discrepancy in discharge coefficient and thrust ratio was found at static conditions between

the Langley data and the Lewis data. This result was justified by the fact that two different flow-

measuring techniques were used in the data reduction, and the jet exit simulation rig and force balance

were disassembled between the two tests (which took place in two different facilities).

Model test configuration hardware consisted of four different expansion ramps, four different sets

of sidewalls, and seven different cowls. The four expansion ramps had the following geometries: long
curved ramp with a 17 ° initial angle and 8 ° trailing-edge angle, short curved ramp with a 25 ° initial

angle and 6 ° trailing-edge angle, long straight 11 ° ramp, and short straight 16° ramp. Two matching

sidewalls (a set) were installed for each configuration: two sets of rectangular sidewalls terminating at
both short and long cowl trailing edges and two sets of triangular sidewalls extending to partial length

and full length of the expansion ramp. The cowl geometries consisted of four short cowls with internal

expansion ratios of 1.0, 1.1, 1.2, and 1.3 and three long cowls of internal expansion ratios 1.0, 1.25,
and 1.5.

Configurations were compared both at static (wind-off) and installed (wind-on) conditions along a

typical hypersonic vehicle trajectory, and the following conclusions and trends were observed:

1. Generally, at transonic and low supersonic speeds along a projected flight trajectory, the
hypersonic SERN nozzles under investigation demonstrated very low performance (low thrust, high drag)
overall.

2. Short sidewalls, terminating at the cowl trailing edge, performed slightly better than partial and

full triangular sidewalls, which extended along the sides of the expansion ramp.

3. Changes in sidewall configuration had almost no effect on the nozzle ramp surface pressures either

along the centerline or close to the edge.

4. Static and installed thrust performance improved slightly as internal expansion ratio increased.

5. A long cowl delayed overexpansion of the flow at the start of the nozzle expansion ramp. It

produced thrust levels approximately 1 to 2 percent higher than the short cowls by maintaining higher

pressures at the forward part of the ramp where the projected area is largest for axial force.

6. A large cowl boattail angle increased drag, therefore reducing net thrust (thrust-minus-drag) by

3 to 4 percent. Its upturned contour delayed the initial overexpansion, a result similar to that of the long
COWl.

16



7. At installedconditions,curvedrampsgeneratedhigherthrust thanstraight rampswhile their
draglevelsremainedapproximatelyequal.

8. At bothstatic andinstalledconditions,the longcurvedrampgeneratedhigherthrust than the
shortcurvedramp.
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APPENDIX--NOMENCLATURE/SYMBOLS

Aexit

Aref

A t

CD

Cd

Cp

D

F

Fa

F1

g¢

L

1

Mo
N

NPR

Ptd

Pt,o

P

PO

qo

Rj
SERN

SSTO

Ttj

WI

Wp

exit area of ducted nozzle, in. 2

largest upstream model area, in. 2

nozzle throat area, in. 2

thrust-removed drag coefficient, D/q 0Aref, lbf

nozzle discharge coefficient, Wp/W I

ramp surface static pressure coefficient, (p - P0)/%

nozzle thrust-removed drag, lbf

measured nozzle axial force (thrust along axis), tbf

nozzle resultant gross thrust, iF 2 + N 2 , lbf

$

ideal nozzle thrust, lbf

gravitational constant, 32.174 ft-lbm/lbf-sec 2

measured nozzle lift, lbf

expansion ramp length (axial distance from nozzle-connect

station to trailing edge), in.

tunnel freestream Math number

measured nozzle normal force, lbf

nozzle pressure ratio, Ptj/P0

jet total pressure, psi

tunnel freestream total pressure, psf

ramp surface static pressure, psi

tunnel freestream static pressure, psi

tunnel freestream dynamic pressure, psi

jet specific gas constant, 53.364 ft-lbf/lbm-°R for air

single expansion ramp nozzle

single stage to orbit

jet total temperature, °R

ideal nozzle weight flow based on Ptj and Ttj , lbm/sec

predicted (measured) nozzle weight flow, lbm/sec
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w

x

Y

6

¢i

expansion ramp width (not including sidewalls), in.

axial distance from nozzle connect station, in.

lateral distance outward from ramp centerllne, in.

jet specific heat ratio, 1.3997 for air

thrust vector angle, tan-l(N/F), deg

internal expansion ratio, Aexit/A t
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TABLE I. - TEST CONFIGURATION MATRIX

CowlConfiguration Ramp Sidewalls

number

1 Long curved Short Short

17°/8 . rectangular cowl 3

2 Long curved Partial Short

17°/8 ° triangular cowl 3

3 Long curved Full Short

17°/8 s triangular cowl 3

4 Long curved Short Short

17"/8" rectangular cowl 1

5 Long curved Short Short

17"/8" rectangular cowl 2

6 Long curved Short Short

17°/8 ° rectangular cowl 4

7 Long curved Long Extended

17°/8 ° rectangular cowl

8 Long curved Long Long

17°/8 ° rectangular straight

9 Long curved Long Long

17°/8 . rectangular upturned

10 Short curved Short Short

25°/6 ° rectangular cowl 3

11 Short straight Short Short

16 ° rectangular cowl 3

12 Long straight Long Extended

11° rectangular cowl

At_

in. _

8.067

8.066

8.052

7.940

8.064

8.103

7.977

9.410

8.116

8.126

8.026

7.985

• i

1.2

1.2

1.2

1.0

1.1

1.3

1.25

1.5

1.0

1.0

1.0

1.25

TABLE II. - TYPICAL TRAJECTORY

OF A HYPERSONIC VEHICLE

Mach number Nozzle pressure

ratio

0.00 2.0

0.60 2.0

0.80 2.5

0.90 3.0

0.95 3.5

1.20 4.0

2.00 10.0

2.50 15.0

3.00 20.0

3.50 35.0
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C-89-04882

(a) Front view. (b) Rear view.

Figure 2.mPhotographs of rig mounted in Lewis 10xl 0 SWT.
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Instrumentation

Low-pressure/ , . ]

- Nose/forebody "]'-- plenum _ .......... I"= NOZZle ........ _-]

t _ew.t l_-. s m.qq • _-.ol.'-o.-., ".

•!! ....

Metric break
r- Baffle plate

Station 26.5
//

i-- Teflon seal
I , ,_ /-- 15 total-pressure probes and

_- High-pressure plenum I / _ Bellows / / 1 total-temperature probe
Station 0.0 _ _ _ _ _ r

!
Air flow_// _ _ _ "_ 8 equally spaced nozzles /exiting radially

I 30 °/0 of I 40% of I 30% of I 22.0

_'chord_l _' chord _'_l"-chord _'_

l
Figure 3.--Schematic of jet exhaust simulation test rig with 2-dimensional hypersonic nozzle installed (dimensions In in.).

Station Station 57.0

49.0 (Nozzle connect station)

- 8 in. ,- _ --- 21.278 in. _

I I_--upstream] ,

[ _ _-- Expansion ramp
I ".,\ _" (long curved 17°/B ° ramp)

Cowl

(short 3}

'0!0'ni

\

Sidewall

(short)

Figure 4.--Baseline configuration and arrangement of nozzle

components.
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x \'_ Convergent-divergent upstream contour

(a) Long curved 17°/8 ° ramp.

zb  Srahtine
X "

_-- Convergent upstream contour

(b) Long straight 11 ° ramp.
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(c) Short curved 25°/6 ° ramp.
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Figure 5.--Expansion ramp geometries.

for short curved 25°/6 ° ramp
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Short cowl3 \

Station 49.0 Station 57.0

(Nozzle-connect station)

i l_\rl

_\0.005 Radius

1.051

t

_5.000 -" \\\,\

..,_-- Xl ___------=,_

Station 49.0

T
"_- Tangent

point

Rectangular sidewalls

Sidewall x I _ r1 _ r2 h[___
/ I I

I Short J 8.000 131.280 l 9"42gl .0"500 I

Long J 9819 46 819 12554I _: L__. [ • [ 0.972 I

1.051 I

t
6.000

_L
.867 I_

..-5.000-.- T

-_ --8.000 .....

.= . X 1

Station 49.0

Triangular sidewalls

/ 2a.024I
| 29.278 1

%31.260 jr_ 0.005 Radius

8.000 _'_ trailing
/

edge
Section BB

Figure 6.--Sidewall geometries.
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/-- Short sidewalls
/

-_Long curved ramp

_-- Long sidewalls

M
j.__ Extended cowl

i

/ _\\\"-- Short cowl 1, e.i = 1.0

L Convergent-divergent _:'_-- Short cowl 2, _ = 1.1

upstream plug \_- Short cowl 3, _ = 1.2

_-- Short cowl 4, _ = 1.3

0.510 _- Break F- 0.005 Radius

-_ 24.400 point.7 /

0.707 h J Short I i

J -3o00+ 1 --;
I-_ i i 2 7.. 8.oooi. l i,.

Station 49.0 Station 57.000

(Nozzle connect station)

Short cowls 1 through 4

)2210"600I
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• // /I J J 24.4001-L / l r

-_ ]-,, -- T _ II 12.554 / / |

0 707 P" _ 1.7B01_ 0 972
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I
Station 49.0 Station 57.000

(Nozzle connect station)

Extended cowl

(a) Internal expansion ratio geometries, short and extended cowls

(dimensions in in.).
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upturned

cowl

z" Convergent-divergent

upstream plug

Long
curved

_.__ ramp

Li°;egwall s

""- - Long straight cowl

e.i = 1.50

0.207 Radius •
\\

-il 5.000 I_ ', 1.133

_-L:!r o5,o H_ '",I--
o.7o7_

I I/ I ,,,
,L24400 10.382 0.099,,
1_--- 3.969 _[

/ t Straight line --_

-= 9.925 - _-

t
.462

Station 49.0

(b) Cowl boattail angle geometry variations (dimensions in in.).

Figure 7.--Various sidewall and cowl geometries.

26



C+oeO++0t+t,a+•.......°f............°°°°o°oo°
Station 49.0 _1 Station 57.0

(Nozzle-connect station)

Top (ramp surface) view

Long curved 1T'/8 ° ramp

Side vi_ ce

Pressure tap locations

I = 21.278 in., w = 8.024 in.

Centerline Outboard

I y/(w/2____)0.0000 0.7478
1 -0.3055

2 -0.1880

3 -0.0470
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i 4 1 0.0047

5 2 0.0470

: 6 3 0.1410

7 4 0.1880
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9 6 0.3290
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! 11 8 0.4700
I

! 12 9 0.5640
t 13 10 0.6110

14 11 0.7050

j 15 12 0.7989

! 16 13 0.8929
17 14 0.9869

i

(a) Long curved 17°/8 ° ramp.

Short curved 25°/6 _'ramp
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I = 15.021 in., w = 8.024 in.
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+----- .... + .... XA
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0.3994

0.4659
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0.5990
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0.7322

0.7987

0.8653
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(c) Short curved 25°16 `' ramp.

Long straight 11 _ ramp

Side vi_ ce

Pressure tap locations

I = 21.278 in., w = 8.024 in.

X

-0.3055 I

-0.1880 I

-0.0470 I

0.0470 I

0.0940 I

0.1880 I
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t 7 4

8 5

! 9 6
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i 11 8
i 12 9
i
i 13 10

! " 14 11
15 12

16 13 0.8929 I
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l ........

(b) Long straight 11 ° ramp.

Short straight 16 ° ramp

Side vie_ p surface

Pressure tap locations

I = 15.021 in., w = 8.024 in.

i Centerline Outboard
i .... X_

y/(w/2) = +0:000_0= 0.7478

i 1 -0.4326
; 2 -0.2662

3 -0.0660
! 4 1 0 0660

5 2 0.1331

6 3 0.1997

i 7 4 0.2662

; 8 5 0.3328

9 6 0.3994

i 10 7 0.4659

j 11 8 0.5325
: 12 9 0.5990

! 13 10 0.6656
14 11 0.7322

: 15 12 0.7987
: 16 13 0.8653

j 17 14 0,9318

(d) Short straight 16 ° ramp.

Figure 8.--Static pressure orifice position descriptions.
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+L (lift]

,_ ,-- Long curved/

/" 17°18 ° ramp
t

(thrust) L _ (drag)

-L

Figure 9.--Sign conventions used for nozzle forces.
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Figure 10.--Compadson of Lewis and Langley static discharge

coefficient.
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Figure 11 .--Comparison of Lewis and Langley static thrust ratio.
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F- Vehicle trajectory

/ (table 2)
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Mach number

O

[]
Langley 16 ft TWT data
Lewis 10xl0 SWT data

1 J I 1 I
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NPR

Figure 12.--Effect of Mach number on installed performance of

baseline configuration (long curved 17°/8 _ ramp, short side-

walls, short cowl 3).
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to.

¢3
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.6

1 1 1 J
(a) Net thrust ratio at points along NPR-Mach number

schedule (table 2).

O

o

.4

.3

.2
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0

--.1
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--.3

--*4

O Jet off

[] Jet on

1 I ! I
0 1 2 3 4

Mo

(b) Drag coefficient at points along NPR-Mach number

schedule (table 2).

Figure 13.--Installed performance of baseline configuration (long

curved 17°18 ° ramp, short sidewalls, short cowl 3).
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I 1 I .... [..... L__ _
(a) (a-l) Mach number = 0.0, NPR = 2.

I I I I 1____[.....__1
(b) (b-l) Mach number = 2.0, NPR = 10.

I L I I 1____1....... 1 J
(d) (d-t) Mach number = 3.0, NPR = 20.

I I I I l 1
-.2 0 .2 .4 .6 .8 1.0

x/l

(e) Mach number = 2.5, NPR = 15.

___I___L 1 I I [ I
-.4 -+2 0 .2 .4 .6 .8 1.0

X/I

(e) Mach number = 3.5, NPR = 35,

Figure 14.wRamp pressure distr_utions for baseline configuration.
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(a-2) Tunnel off.

C-91-11340

(b-2) Low NPR, low M.

C-91-11 342

(d-2) High NPR, high M.

Figure 14.--Conclucled.
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/k Full
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(a) Static thrust ratio.
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"1o

_d
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-15 I I I 1
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(b) Static thrust vector angle.

Figure 15.--Effect of sidewall geometry on internal performance

(long curved 17°/8 ° ramp, short cowl 3).
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(a) Net thrust ratio at trajectory points (table 2).
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(b) Thrust-removed drag coefficient at trajectory points

(table 2).

Figure 16.--Effect of sidewall geometry on installed performance

(long curved 17°/8 ° ramp, short cowl 3).
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Centerline pressures
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(3

L)

3

2

1

0

-1
(b-l) Mach number = 2.0, NPR = 10.
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(c-1) Mach number = 2.5, NPR = 15.
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(d-l) Mach number = 3.0, NPR = 20. (d-2) Mach number = 3.0, NPR = 20.
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(e-2) Mach number = 3.5, NPR = 35.

Figure 17.--Effect of sidewall geometry on ramp pressure distributions.
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(a) Static thrust ratio.
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(b) Static thrust vector angle.

Figure 18.-- Effect of internal expansion ratio on internal per-

formance (long curved 17°/8 ° ramp with short sidewalls).
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(a) Net thrust ratio at trajectory points (table 2).
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(b) Thrust-removed drag coefficient at trajectory points

(table 2),

Figure 19.--Effect of internal expansion ratio on installed per-

forTnance (long curved 17°/8 ° ramp with short sidewalls).
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(e) Mach number = 3.5, NPR = 35.

_gure 20.--Effect of internal expansion ratio on ramp centerfine pressure distributions.
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(b) Static thrust vector angle.

Figure 21 .--Effect of extended cowl on internal performance

(long curved 17°/8 ° ramp, sidewalls corresponding to cowl

length).
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(b) Thrust-removed drag coefficient at trajectory points

(table 2).

Figure 22.--Effect of extended cowl on installed performance

(long curved 17°/8 ° ramp, sidewalls corresponding to cowl

length).
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(c) Mach number = 2.5, NPR = 15. (e) Mach number = 3.5, NPR = 35.

Figure 23.--Effect of extended cowl on ramp centerline pressure distributions.

36



lOO[ .98

.96

LIT

°4f / geometry
.92 (_ © Straight

[] Upturned
.90

.ss I I I
(a) Static thrust ratio.

5 m

0 --

-o -5 m

-10 --

-15 I ..... 1 I I
0 4 8 12 16

NPR

(b) Static thrust vector angle.

Figure 24.--Effect of boattail angle on internal performance (long

curved 17°18 ° ramp with long sidewalls).
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(b) Thrust-removed drag coefficient at trajectory points

(table 2).

Figure 25.--Effect of boat'tail angle on installed performance

(long curved 17°/8 ° ramp with long sidewalls).
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(e) Mach number = 3.5, NPR = 35.

Figure 26.1Effect of boattail angle on ramp centerline pressure distributions.
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(a) Net thrust ratio at trajectory points (table 2).
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(b) Static thrust vector angle.

Figure 27.--Effect of ramp curvature on internal performance---

short ramps (_ = 1.0, short sidewalls).
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(b) Thrust-removed drag coefficient at trajectory points

(table 2).
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(c) Lift ratio at trajectory points (table 2).

Figure 28.--Effect of ramp curvature on installed performance--

short ramps (eI = 1.0, short sidewalls).
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(C) Mach number = 2.5, NPR = 15. (e) Mach number = 3.5, NPR = 35, short curved ramp only.

Figure 29.--Effect of ramp curvature on ramp centerline pressure distributions--short ramps.
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(b) Static thrust vector angle.

Figure 30.--Effect of ramp curvature on internal performance--

long ramps (_i = 1.25, long sidewalls).
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(b) Thrust-removed drag coefficient at trajectory points
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(C) Lift ratio at trajectory points (table 2).

Figure 31 .--Effect of ramp curvature on installed performance_

long ramps (eI = 1.0, long sidewalls).
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Figure 32,--Effect of ramp curvature on ramp centerline pressure distributions--long ramps.
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Figure 34.--Effect of ramp length on installed performance.
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